WAAREE

One with the Sun

WEL Light Weight Solar PV Module

WLW-50W

Ultra-Light Weight Low system installation cost

Providing excellent wind and
seismic resistance

Easy & Quick to Installation
Simple Peel-and-Stick

Improves electrical redundancy
and continuity

Module size, shape and
colour are customizable

Reduce reflectivity and
increased light trapping

Superior low light & low sun
Angle performance
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CHARACTERISTICS CURVE

PV Module: Waaree, WLW -50 FX (4X9)

PV module: WAAREE, WSLW.50
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WARRANTY

e 10-years limited & conditional product warranty**

®15-years limited & conditional warranty

for power output**

ISO 9001:2008|1SO 14001:2004 | OHSAS 18001:2007
IEC 61215*| IEC61730*|UI1703*

WWW.Waaree.com
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WLW-50W

ELECTRICAL CHARACTERISTICS (STC*)

WEL Light Weight Solar PV Module

Model Number WLW-50-FX
Rated Power (P max) in Watt 50
Number of cell in Series 36
Max Peak Voltage (Vmp) (Volt) 18.6
Max Peak Current (Imp) ( Amp) 2.70
Open Circuit Voltage (Voc) (Volt) 22.3
Short Circuit Current (Isc) ( Amp) 2.90
Model Efficiency (%) 11.8
Max System Voltage (V dc) in Volt 600
Maximum Series fuse Rating (Amp) 10
Power Tolerance (%) +3
Fill Factor >78
Operating Temperature -40°C to 85°C

DESIGN SPECIFICATIONS

610.00

690.00

Waaree Energies Ltd. is the flagship company of Waaree Group,
and has the country's largest Solar PV Module manufacturing
capacity of 1.5 GW. In addition, it is one of leading players
in India in EPC services, project development, rooftop solutions,

solar water pumps, and as an Independent Power Producer.
Waaree has its presence in over 250+ locations nationally and
68 countries globally.

WAAREE

One with the Sun

MECHANICAL CHARACTERISTICS*

Solar cell per Module / Arrangement

36/4x9

Cell Dimensions

52 x 156 (mm)

Cell Type

Multi-crystalline

Module Dimensions (Lx W x H)

610X690x20 (mm)

Weight 1.50+0.5 KG
Junction Box IP65/1P67
Conneclor Type Mc4 COMPATIBLE
Cable 1C X 4 SQMM
Superstrate type ETFE Polymer
Fire Safety Class Class-C
TEMPERATURE COEFFICIENT
Voc -0.36%/K
Isc +0.07%/K
FF -0.1203%/K
Power -0.38%/K

**Refer To Waaree’s Warranty Document For Terms & Conditions
*The Specifications Are For The References Purpose Only.
Waaree Reserves The Right To Change The Specifications Without Prior Notice.

Note: STC stands for standard test condition:
1000w/m?2 intensity, A.M 1.5, 25°% cell temperature.
At STC, the electrical characteristics is within

+10% unless otherwise specified. *

indicates as per IEC testing data,

it may be changed accordingly
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